Acil Aydinlatma Armaturu
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OXIRON

Emergency Luminaires
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Merdiven aydinlatmasinda kullanilan armaturlerimizin
kit &zelligi mevcuttur. Bununla birlikte Otel ve AVM
projelerinde kullaniimaktadir.

Oxiron Max is used in Stair Lighting projects with Its

Emergency Lighting option. It is generally used in
Hotel and Shopping Mall projects.

www.oxiron.com.tr
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OX 376 02103
Genel Ozellikler Key Features
Govde Tipi Polikarbon Gévde 4 N
Body Type Polycarbonate-PC Body
Govde Boya Rengi Standart Mat Beyaz
Body Colour Standart Matte White
Isik Rengi 6500K 6500K
Luminous Colour - Kelvin
- 2N
IP Sinifi IP Degree IP65 PG5
o -
Renksel Geri Verimlilik >80 >80
Colour Rendering Index - CRI
LED Omr Life Time 50.000 Saat 50.000 Hours
GUg Faktora Power Factor >0,90 >0,90
Giris Gerilimi Input Voltage 220-240V AC 50Hz 220-240V AC 50Hz 9
Kontrol Tipi Control Type ON/OFF ON/OFF
Eklenebilir Ozellikler 1/2/3 Saatilik Acil Aydinlatma Kiti
Additional Options Hareket Sensorl, Govde Rengi (RAL XXXX)
1/2/3 Hours Emergency Kit, Motion Sensor,
Body Color (RAL XXXX)
Uygulama Opsiyonlari Siva Ust( Surface Mounted
Application Options
Urlin Kodu Gug Isik Akisi Cap Yukseklik
Product Code Power Lighting flux Diameter Height
w Im R (mm) H (mm)
OX 376 02103 010 10 1000 270 58
OX 376 02103 026 26 2500 270 58
N 27
CE I8
W C -
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